




Overview

CW500/CW1000
Access Controller

Main Features

With deployment in by-pass mode you can connect IP-COM AC 
to your core switch without changing existed network topology 
and freely manage all IP-COM Aps.

Easy to Deploy

Adoption of IP-COM latest firmware you can manage the 
Wireless APs simultaneously up to 512 APs and monitor 3000 
online clients.

Manage Multiple APs Simultaneously

Powerful functions for centralized management such as modify 
Device Description, SSID, Channel, Security, Output Power, 
Client Limit, Online Client Status, Batch Upgrade/Reboot/Reset, 
AP Failure Alarm and AP Tra�c Alarm.

Centralized Management

By function of automatic discovery you can easily find and 
position the installed APs through IP-COM AC Controller for 
convenient management and maintenance.

Discover Access Point Automatically
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Related Products

Datasheet

CW500/ CW1000

SOLUTION TOPOLOGY POE

Gigabit Ethernet

Internet

CW1000

G3224P

Reception

G1009P-EI

Restaurant

W185AP

W175AP W175AP

Meeting Room Multi Media Room

W185AP

G1009P-EI

V1.1

CW500/CW1000 is hardware controller can perfect match 

with all IP-COM Access Point (except Point to Point AP). 

Through IP-COM controller, can configure, manage and 

monitor APs. CW500 up to manage128 APs and CW1000 up 

to manage 512 APs.


